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HD-SDI ACCESSORY

MDA-12VRW

- SPECIFICATIONS -

1CH REPEATER & 2CH DISTRIBUTOR1CH REPEATER & 2CH DISTRIBUTOR

• HD-SDI CH Repeater & CH Distributor

• Supports HDTV video forma  (1280

• SMPTE M standards compliant

• Multiple repeaters available to be used over m

(Approx. pc/RG

• Automatic Re-clocking and Equalization

)

1 2

t x720, 1920x1080)

292/296

500

1 59

- FEATURES -

- DIMENSION & PART FUNCTION -

Video (BNC)

Display

I/O

Etc.

1ch, 75ohm

2ch, 75ohm

720-, 1080p

Approx. 200m of RG6, 140m of RG59

Equalizer, Re-clocker, Driver included

HD cctv Compliance

SMPTE 292/296M

Power, Link

DC 12V, 3W

0°C ~ 50°C (TBD)

48(W) x 29(H) x 124(D)mm

195g

MDA-12VRW

* Design and specifications are subject to change without notice.

Input

Output

Video Format

Distance

Function

Compatibility

LED

Power Consumption

Operation Temperature

Dimension

Weight

1. HD-SDI Video Input

2. DC 12V Input

3. Power LED

4. Video Signal LED

5. HD-SDI Video Output 1

6. HD-SDI Video Output 2

- CONNECTION DIAGRAM -

HD-SDI Camera

~200m BNC Cable

SDI Repeater

SDI to HDMI Converter

HD TV or Monitor

~200m BNC Cable


