
T
F
T

 L
C

D
 M

O
N

IT
O

R

- FEATURES -

• 17" Professional color LCD monitor

• Ultimate display solution for security surveillance system

• High brightness and contrast ratio

• Long life backlight

• Exceptionally fast response time

• Multiple input and output of Video (BNC Type), Audio (RCA Type), S-Video and HDMI, RGB

• 3D Comb filter and De-interlace for high quality video

• Internal speaker

• VESA Standard compatible

• Space-saving flat panel design

• LCD Protection glass (Option)

• Remote controller (Option)

MCL-170SL3
17 Inch TFT LCD MONITORS

WITH HIGH PERFORMANCE VIDEO QUALITY

17 Inch TFT LCD MONITORS

WITH HIGH PERFORMANCE VIDEO QUALITY

- FRONT - - SIDE - - REAR -
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- INPUT / OUTPUT TERMINALS -

* Specifications are subject to change without notice.

17”

1280 x 1024 (SXGA)

250 cd/m

1,000 : 1

< 5ms

5 : 4

170 / 160

16.7 Million colors

337.920 x 270.336 mm

0.264 x 0.264 mm

31 ~ 69KHz

56 ~ 75KHz

NTSC / PAL

50,000 Hours

1W x 2

O (1)

O (1)

O (1 / 1)

O (1)

O (1 / 1)

O (1)

O

O

English, Spanish, French, German, Italian, Portugal, Russia, Chinese

O

100 x 100 mm

DC 12V, 3A (External AD/DC Adapter)

35W

372 x 382 x 224 mm

4.0 kg

423 x 432 x 142 mm

5.5 kg

²

° °

- SPECIFICATIONS -

MCL-170SL3

Screen Size

LCD Panel Native Resolution

Brightness (Max.)

Contrast Ratio (Cr)

Response Time

Aspect Ratio

Viewing Angle (H/V)

Color Depth

Viewing Area

Pixel Pitch

Horizontal Frequency

Vertical Frequency

Video System

Panel Time Life

Internal Speakers

HDMI In

RGB In (15 pin)

Video In / Out (BNC)

S-Video In

Audio In / Out (RCA)

PC Stereo In

3D Comb Filter

De-interlace

OSD Language

VESA Standard Compatible

VESA Mount Size

Cabinet Dimensions (W x H x D)

Net Weight

Packing Dimensions

Gross Weight

Input Voltage

Power Consumption

(W x H x D)

VIDEO

AUDIO

TERMINALS

SPECIAL

DIMENSIONS &

WEIGHT

POWER

POWER HDMI VGA
AUDIO

VGA S-VIDEO
IN

VIDEO
IN / OUT

AUDIO
IN / OUT


